4

3 2 1
THIS DRAWING 15 UNPUBLISHED. RELEAGED FOR PUBLTCATION 719 Toc D157 REVISIONS
@ COPYRIGHT 19 AY AMP INCORPORATED. ALL RIGHTS RESERVED. G 7 4 T T T R —
J |REVISED PER 0OL20-0073-9b 18FEBS7| DKS | CHK
ANMP E13288
WIRE RANGE Listed
170 AWG 1/0 AWG
5.73%0.13 pr1a SOLID OR STRANDED STRANDED

BRAZED SCEAM

[.265%.005]
FOR

1/4 S5TUD

15.57
[.613]

i

11.28

[.444]

C| MAX DIA MIN DIA

i

?

20.50 +0. 20
[.807%-008 j

|

38. 91 &=

[1.5321
MAX

48. 89 B>
[1.8925]
MAX

LR7189
Certified

@o

MILITARY P/N
AND CLASS

170 AWG
S0LID OR STRANDED

M5 20658-117
CLASS 2

ZSLSTAMP AMP 1/0W% APPROX AS SHOWN

2

MATERIAL THK: 1.78%0.08

.0701.0031

ZSSTIN PL 0.00254[.0001001 MIN THK

PER MIL-T-10727

ZBSGOLD PL 0.00127[.0000501 MIN THK
PER MIL-G-45204 OVER NICKEL PL

0.00076[.0000301 MIN THK
PER QQ-C-230
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